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PRACT | CE
CODE STD OR DETAIL DETAIL DESCRIPTION
SPEC. SECT.
TURF THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION
RE | NFORCEMENT S35 WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY
AT (TRI) = REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR
CONSTRUCT 1 ON SHEAR STRESSES 0-2 psf. THE TRM SHALL PROTECT THE CHANNEL FLOWING
DETAIL D-35 TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

SECTION 711

LINE CODE

X=X =X ==X —=X=X=X

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF
QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND
POLLUTION CONTROL PLAN.

TURF
REINFORCEMENT
MAT (TRM)
CONSTRUCT | ON
DETAIL D-35
SECTION 711

LINE CODE

X=X =X =) —=X—=X—=X=X

THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION
WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY
REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR
SHEAR STRESSES 0-4 psf. THE TRM SHALL PROTECT THE CHANNEL FLOWING
TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF
QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND
POLLUTION CONTROL PLAN.

TURF
RE INFORCEMENT
MAT (TRM)
CONSTRUCT | ON
DETAIL D-35
SECTION 711

LINE CODE

X=X =X ==X —=X—=X=X

THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION
WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY
REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR
SHEAR STRESSES 0-6 psf. THE TRM SHALL PROTECT THE CHANNEL FLOWING
TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF
QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND
POLLUTION CONTROL PLAN.

TURF
RE INFORCEMENT
MAT (TRM)
CONSTRUCT I ON
DETAIL D-35
SECTION 711

LINE CODE

X=X =X =) =X—=X=X=X

THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION
WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY
REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR
SHEAR STRESSES 0-8 psf. THE TRM SHALL PROTECT THE CHANNEL FLOWING
TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF
QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND
POLLUTION CONTROL PLAN.

TURF
RE INFORCEMENT
MAT (TRM)
CONSTRUCT I ON
DETAIL D-35
SECTION 711

LINE CODE

X=X =X ==X —=X=X=X

THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION
WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY
REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR
SHEAR STRESSES 0-10 psf. THE TRM SHALL PROTECT THE CHANNEL FLOWING
TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF
QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND
POLLUTION CONTROL PLAN.

LINE CODE
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—C “—_ o P. 1. No.
PRACT ICE
CODE STD OR DETAIL DETAIL DESCRIPTION
SPEC. SECT.
TURF THIS THREE DIMENSIONAL EROSION CONTROL MAT IS USED IN CONJUNCTION
RE INFORCEMENT .,4“'4::' WITH PERMANENT VEGETATION IN CHANNELS TO STABILIZE THE SOIL BY
WAT (TRI) 5 REINFORCING THE GRASS ROOTS TO PROVIDE LONG-TERM PROTECTION FOR
CONSTRUCT | ON SHEAR STRESSES 0-12 psf. THE TRM SHALL PROTECT THE CHANNEL FLOWING
DETAIL D-35 TO A DEPTH "Dp" RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.
SECTION 711

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF
QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND
POLLUTION CONTROL PLAN.

CONCRETE CHANNEL
STABILIZATION

CONSTRUCT ION

SECTION 441

DETAIL D-10,D-49 :;;Eifziiiziziiii§::;;

CHANNELS ARE LINED WITH CONCRETE FOR VELOCITIES >/= 10 fps.
THIS ITEM CONSISTS OF CONSTRUCTING A 4" THICK CONCRETE CHANNEL.
THE CONCRETE SHALL PROTECT THE CHANNEL FLOWING TO A DEPTH "Dp*
RECOMMENDED BY THE GDOT CHANNEL LINING PROGRAM.

"Dp" SHALL BE IDENTIFIED IN A TABLE LOCATED ON THE SUMMARY OF
QUANTITIES SHEETS AND IN THE EROSION, SEDIMENTATION, AND
POLLUTION CONTROL PLAN.

RIP-RAP SHOULD BE USED TO DISSIPATE ENERGY DOWNSTREAM OF CONCRETE
LINED CHANNELS.

LINE CODE
D)
CONSTRUCT I ON
EXIT
CONSTRUCT I ON
DETAIL D-41
SECTION 163, 800

SYMBOL

A CONSTRUCTION EXIT IS A STONE STABILIZED PAD THAT REDUCES OR
ELIMINATES THE TRANSPORT OF MUD FROM CONSTRUCTION AREAS ONTO PUBLIC
ROADS BY EQUIPMENT OR RUNOFF.  BEST USED AT ACCESS POINTS, i.e. NEW
LOCATION PROJECTS, BORROW PITS, WASTE PITS, ACCESS ROADS, ETC.
SHOULD BE MINIMUM 20" WIDE, 50° LONG, 6" THICK, AND REQUIRES A
GEOTEXTILE UNDERLINER. ON SITES WHERE THE GRADE TOWARD A PAVED
AREA IS GREATER THAN 27, A FULL WIDTH DIVERSION RIDGE 6" TO 8" HIGH
WITH 3:1 SLOPES SHALL BE CONSTRUCTED APPROXIMATELY 15 UPSTREAM OF
PAVED AREA. A TIRE WASHING AREA TO REMOVE MUD MAY ALSO BE REQUIRED
PRIOR TO ENTRANCE ONTO PUBLIC ROADWAYS.

ALL CONSTRUCTION EXIT REQUIREMENTS ARE INCLUDED IN THE PRICE OF THE
CONSTRUCTION EXIT.

STREAM DIVERS 10N
CHANNE L
GEOTEXTILE,

POLYETHY LENE
FILM

SECTION 163

LINE CODE

A TEMPORARY CHANNEL CONSTRUCTED TO CONVEY FLOW AROUND A CONSTRUCTION
SITE WHILE A PERMANENT DRAINAGE STRUCTURE 1S BEING CONSTRUCTED IN A
NATURAL STREAM. THIS IS A MEASURE USED TO PROTECT STREAM BEDS FROM
EROSION.  LINE THE CHANNEL WITH GEOTEXTILE OR POLYETHYLENE FILM.
INSTALL TWO ROWS OF SdI-S PARALLEL TO THE CHANNEL TO PREVENT SEDIMEN
LADEN RUNOFF FROM ENTERING THE STREAM. THE SIZE OF THE CHANNEL WILL
DEPEND ON THE DISCHARGE, CHANNEL GEOMETRY, CHANNEL SLOPE AND
ROUGHNESS. IT 1S ACCEPTABLE FOR VELOCITIES BETWEEN O - 2.5 fps.

THE DRAINAGE AREA SHALL BE NOT GREATER THAN | SQUARE MILE.

CONSTRUCTION OF THE DIVERSION CHANNEL 1S INCLUDED IN THE COST OF
THE STRUCTURE.

NOTE :

. DO NOT USE EROSION CONTROL ITEMS IN A FLOWING STREAM OR IN A TIDAL AREA BELOW HIGH TIDE.

2. FOR ADDITIONAL INFORMATION ON THE DESIGN AND APPLICATION OF EROSION AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES (BMPs),
REFER TO THE LATEST EDITION OF THE GEORGIA SOIL AND WATER CONSERVATION COMMISSION’S, "MANUAL FOR EROSION AND SEDIMENT

CONTROL IN GEORGIA".
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